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Fury Rheemglas® Energy Miser® Gas Water Heater
These units are designed to meet or 
exceed ANSI requirements and have 
been tested according to D.O.E. 
test procedures and meet or exceed 
the energy efficiency requirements 
of NAECA, ASHRAE standard 90, 
BOCA Code and all state energy 
efficiency performance criteria for 
energy consuming appliances.

*See Residential Warranty 
Information Brochure for complete 
warranty information.
Energy Factor and Average Annual 
Operating Costs based on DOE 
test procedures. DOE national 
average fuel rate natural gas 60.40 
cents/therm;LP 98.3 cents/gallon

Exclusive Combustion Shut-off System
Should a spill incident occur, the system 
shuts off the gass supply and the air supply 
preventing a sustained vapor burn in the 
combustion chamber.

Flame Arrestor Plate
A specially designed flame arrestor 
prevents ignition of vapors outside 
the combustion chamber.

Maintenance Free
Superior air filtration prevents 
the flame arrestor from becoming 
clogged by lint, dust and oil.

6-Year Limited Tank and Parts Warranty*
With ProtectionPlus™ the 6-Year Limited Tank Warranty 
Becomes 10 Years! 
Guardian System™
• One-of-a-kind air/fuel shut-off device offers double protection
• Maintenance free – no filter to clean
• Standard replacement parts
Environmentally Friendly Burner
• Low NOx design for low nitrous oxide emissions
Self-Cleaning
• EverKleen™ patented system fights sediment build-up
• Reduces fuel costs
• Provides more hot water
Easy to Light
• No matches required
Energy Efficient
• More hot water at low operating cost
Longer Life
• �Patented magnesium anode rod design incorporates a special resistor that 

protects the tank from rust
Plus…
• Brass drain valve and temperature and pressure relief valve are included
• �Meets or exceeds National Appliance Energy Conservation Act  

(NAECA) requirements

Residential Water Heaters

	 Description		  Features				   Roughing In Dimensions (Shown in Inches)					   
					     Ht to	 Tank		  Ht to		  WaterConn	Ht to	Water		 Energy 
Gal		  Gas input	 Recovery in	 First Hour	 Top Assy	 Ht	 Diam	 Gas Conn	 Vent	 Center	 T&P	 Conn		 Infor-
Cap.	Model Number	 Thous btuhour	 gph 90° rise	 Del GPH	 A	 B	 C	 D	 E	 F	 G			  mation	 Code#

HIGH EFFICIENCY TALL NATURAL GAS
40	 42VR40-40F	 40	 40.4	 68	 63-1/4	 59-3/4	 21	 14-1/2	 3	 8	 53-1/2	 3/4		  .62	
50	 42VR50-40F	 40	 40.4	 83	 62-1/4	 58-3/4	 23	 14-1/2	 3	 8	 52-1/2	 3/4		  .62	
HIGH EFFICIENCY TALL LP GAS
40	 42VR40-34PF	 34	 34.3	 68	 63-1/4	 59-3/4	 21	 14-1/2	 3	 8	 53-1/2	 3/4		  .62	
50	 42VR50-36PF	 36	 36.4	 83	 62-1/4	 58-3/4	 23	 14-1/2	 3	 8	 52-1/2	 3/4		  .62	
TALL NATURAL GAS
30	 22V30F	 32	 32.3	 50	 59-3/4	 56-3/8	 16-1/8	 14-1/2	 3	 8	 50-3/4	 3/4		  .62	 300-0243
40	 22V40F1	 38	 38.4	 73	 61-3/4	 58-3/8	 18-1/8	 14-1/2	 3	 8	 52-1/4	 3/4		  .59	 300-0254
50	 22V50F1	 38	 38.4	 90	 61-1/2	 58-1/4	 20-1/8	 14-1/2	 3	 8	 51-3/8	 3/4		  .58	 300-0256
50	 42V50-50F	 50	 50.6	 83	 62	 58	 21-3/4	 14-1/2	 4	 8	 52-1/2	 3/4		  .58	 300-0265
TALL LP GAS
30	 22V30-30PF	 30	 30.3	 50	 59-3/4	 56-3/8	 16-1/8	 14-1/2	 3	 8	 50-3/4	 3/4		  .62	 300-0297
40	 42V40PF	 34	 34.3	 68	 61-1/2	 57-3/4	 19-3/4	 14-1/2	 3	 8	 52-1/4	 3/4		  .60	 300-0301
50	 42V50-36PF	 36	 36.4	 83	 61-1/2	 58	 21-3/4	 14-1/2	 3	 8	 52-1/2	 3/4		  .58	 300-0309
SHORT NATURAL GAS
30	 22V30S-30F	 30	 30.3	 50	 49-3/4	 46-1/4	 19-3/4	 14-1/2	 3	 8	 40-1/4	 3/4		  .61	 300-0277
40	 42V40SF	 40	 40.4	 72	 53-7/8	 50-1/2	 20-1/8	 14-1/2	 3	 8	 44	 3/4		  .59	 300-0281
SHORT LP GAS
40	 42V40SPF	 36	 36.4	 72	 53-7/8	 50-1/2	 20-1/8	 14-1/2	 3	 8	 44	 3/4		  .59	 300-0340
HEAVY DUTY
75	 42V75F - Nat	 75.1	 75.8	 141	 64	 60	 26-1/4	 14-3/4	 4	 11	 53-1/4	 1			   300-0270
75	 42V75PF - LP	 65	 67.7	 109	 64	 60	 26-1/4	 14-3/4	 4	 11	 53-1/4	 1		  .53	 300-0319
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6-Year Limited Tank and  
Parts Warranty

*See Residential Warranty Information Brochure 
for complete warranty information.

Energy Factor and Average Annual Operating 
Costs based on DOE test procedures. DOE 
national average fuel rate natural gas 91 cents/
therm; LP $1.23/gallon.

PowerVent Induced Draft Gas Water Heater with the Guardian System™

	 Description		  Features				   Roughing In Dimensions (Shown in Inches)					   
					     Ht to	 Tank		  Ht to	 WaterConn	Ht to	 Water			   Energy 
Gal		  Gas input	 Recovery in	 First Hour	 Top Assy	 Ht	 Diam	 Gas Conn	 Center	 T&P	 Conn			   Infor-
Cap.	Model Number	 Thous btuhour	gph 90° rise	 Del GPH	 A	 B	 C	 D	 E	 F	 G			   mation	 Code#

NATURAL GAS
40	 42VP40FW	 40	 40.4	 68	 69-1/4	 59	 19-3/4	 14	 8	 53-1/2	 3/4			   0.64	 300-0442
50	 42VP50FW	 42	 42.4	 87	 68-1/4	 58	 21-3/4	 14	 8	 52-1/2	 3/4			   0.64	 300-0447
LP GAS
40	 42VP40PFW	 40	 40.4	 68	 69-1/4	 59	 19-3/4	 14	 8	 53-1/2	 3/4			   0.64	 300-0457
50	 42VP50PFW	 42	 42.4	 87	 68-1/4	 58	 21-3/4	 14	 8	 52-1/2	 3/4			   0.64	 300-0462

Venting Information for 2" Vents
	Number of 90°Ells 	Number of	Minimum Pipe 	 Max Pipe	
	 Vent Terminal	 45° Ells	 Length	 Length
	 1	 0	 4.0	 44.0
	 1	 1	 4.0	 41.0
	 2	 0	 4.0	 38.0
	 2	 1	 4.0	 35.0
	 3	 0	 4.0	 32.0
For the 2" vent, one 90° ell is approx equal to 6' of pipe. 
One 45° ell is approx equal to 3' pipe.

Venting Information for 3" Vents
	Number of 90° Ells 	 Number of	Minimum Pipe 	Max Pipe	
	 Vent Terminal	 45° Ells	 Length	 Length
	 1	 0	 5.0	 95.0
	 1	 1	 5.0	 92.5
	 2	 0	 5.0	 90
	 2	 1	 5.0	 87.5
	 3	 0	 5.0	 85
	 3	 1	 5.0	 82.5
	 4	 0	 5.0	 80
	 4	 1	 5.0	 77.5
	 5	 0	 5.0	 75
For the 3" vent, one 90° ell is approx equal to 5' of pipe. 
One 45° ell is approx equal to 2.5' pipe.

Maximum and Minimum Vent Lengths

These units are designed to meet or exceed ANSI requirements and have been tested according to D.O.E. test procedures and meet or exceed the energy 
efficiency requirements of NAECA, ASHRAE standard 90, BOCA Code and all state energy efficiency performance criteria for energy consuming appliances.

Guardian System
• Air/fuel shut-off system offers double protection
• Maintenance free – no filter to clean
Flammable Vapor Detection Sensor
• �Protective control system that disables the heater in the presence of  

flammable vapor accumulation
Flexible Venting Options
• Long venting lengths up to 100 feet
• PVC, ABS, or CPVC vent pipe options
• Vertical or horizontal termination
New Quiet Blower
• Less noise than ever before
Self-Diagnostic System
• Integrated self-diagnostic system control takes the guess work away
Environmentally Friendly Burner
• Low NOx design for low nitrous oxide emissions
High Altitude Compliant
• Tall models are certified for applications up to 7,700 feet above sea level
• Short models: certified up to 5,000 feet above sea level
Self-Cleaning
• EverKleen™ patented system fights sediment build-up
• Reduces fuel costs
• Provides more hot water
Longer Life
• �Patented magnesium anode rod design incorporates a special resistor that 

protects the tank from corrosion.
• Provides longer tank life than using standard magnesium anode rods
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• �75 gallon models can be installed up to 45 feet using 3-inch PVC 
pipe for venting

• 75 gallon model features a cast iron burner
• Automatic electronic ignition system eliminates the pilot light
• Brass drain valve
• Temperature and pressure relief valve included
• Standard 110 Volt electrical connection with exclusive power switch
• Durable plastic dip tube
• R-Foam insulation process for superior heat retention
• Rheemglas tank lining resists corrosion and prolongs tank life
• Anode rod equalized aggressive water action
• �Exceeds National Appliance Energy Conservation Act (NAECA) and 

ASHRAE requirements

PowerVent®  High Performance, Induced Draft Gas Water Heater

	 Description		  Features					    Roughing In Dimensions (Shown in Inches)					   
					     Ht to	 Tank		  Ht to	 Vent	 Ht to	 Water			   Energy 
Gal		  Gas input	 Recovery in	 First Hour	 Vent	 Ht	 Diam	 Gas Conn	 Size	 SideT&P	 Conn			   Infor-
Cap.	Model Number	 Thous btuhour	 gph 90° rise	 Del GPH	 A	 B	 C	 D	 E	 F	 G			   mation	 Code#

NATURAL GAS
75	 42VP75FW	 75	 75.8	 130	 72	 60-1/8	 26-1/4	 14-3/4	 11	 53-1/4	 1			   0.53	 300-0470

LP GAS
75	 42VP75PFW	 69	 69.7	 130	 72	 60-1/8	 26-1/4	 14-3/4	 11	 53-1/4	 1			   0.53	 300-0475

Add 5-1/4" to jacket diameter for control box; i.e. 40 gallon  = 23"; 50 gallon = 25" 75 gallon = 31-1/2".

These units are designed to meet or exceed ANSI requirements and have been tested according to D.O.E. test procedures and meet or exceed the energy ef-
ficiency requirements of NAECA, ASHRAE standard 90, BOCA Code and all state energy efficiency performance criteria for energy consuming appliances.

Rheem PowerVent, The High Performance Induced Draft Gas Water Heater Designed With The Installer In Mind
Whether you're involved in new construction or retrofit, the PowerVent offers you the ultimate in flexibility and ease of installation.  With its modular blower assem-
bly, Automatic Intermittent Pilot operation and 45 foot venting range, Rheem PowerVent models offer the latest in residential induced draft technology and design.

*See Residential Warranty Information Brochure for complete 
warranty information.
Energy Factor and Average Annual Operating Costs based on 
DOE test procedures. DOE national average fuel rate natural 
gas 60.40 cents/therm;LP 98.3 cents/gallon.

• 6-Year Limited Tank and Parts Warranty*
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• �Optional air inlet and leg enclosure allows outside air to be supplied to the 
water heater without exposing the home to cold air

• Side inlet temperature and pressure relief valve opening
• Two hole top for anode rod and hot water outlet
• Factory installed temperature and pressure relief valve
• Exclusive Rheemglas® tank lining resists corrosion and prolongs tank life
• Patented R-Foam® insulation process for superior heat retention
• Anode rod equalized aggressive water action
• Cold water inlet - side connection allows for quick, economical hook-up
• �Exceeds National Appliance Energy Conservation Act (NAECA) and 

ASHRAE requirements

*See Residential Warranty Information Brochure for complete warranty information.
Energy Factor and Average Annual Operating Costs based on DOE test procedures. DOE national average 
fuel rate natural gas 60.40 cents/therm;LP 98.3 cents/gallon.

Warrior Gas Water Heater Specifically Designed for 
Manufactured Housing and Mobile Homes

	 Description		  Features				   Roughing In Dimensions (Shown in Inches)					  
					     Heat to	 Tank		  Ht to Gas	 Vent	 Water Conn.	 Ht to		  Energy 
Gal		  Gas input	 Recovery in	 First Hour	 Vent	 Height	 Diam	 Conn.	 Size	 Cntr.	 Side T&P	 Infor-
Cap.	Model Number	 Thous btuhour	 gph 90° rise	 Del GPH	 A	 B	 C	 D	 E	 F	 G		  mation	 Code#

TALL NATURAL
40	 22V40FT	 34	 34.3	 59	 61-3/4	 58-3/8	 18-1/8	 14-1/2	 3	 8	 51-3/8		  .59	 300-0101

For 5 year tank warranty, substitute "V" for "I" in model number.
These units are designed to meet or exceed ANSI requirements and have been tested according to D.O.E. 
test procedures and meet or exceed the energy efficiency requirements of NAECA, ASHRAE standard 90, 
BOCA Code and all state energy efficiency performance criteria for energy consuming appliances.

Draft Diverter
Improved design provides efficient heating 
with down-draft protection
Optional Air Inlet and Leg Enclosure
Galvanized wrap-around leg enclosure and 
metal tubularair inlet are affixed to the base.  
Inlet is equipped with 1/2" screen for  
protection against rodents.

Part Numbers
		  30 Gallon	 40 Gallon
Air Inlet	 AP11596	 AP11596
Leg Enclosure	 AE24609C	 AE24609D

• 1-Year Limited Tank and Parts Warranty*

Draft Diverter
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• �Available in 30,40,50,65,80 and 120 Gallon Tall 
30 and 50 Gallon Medium 
20, 30, 38 and 47 Gallon Short Models

• �With Protection Plus™ the 6-Year Limited Tank Warranty 
Becomes 10 Years!

• EverKleen® self cleaning device
• Brass drain valve
• Temperature and pressure relief valve included
• Isolated tank design reduces conductive heat loss
• High efficiency resistored heating elements
• Anode rod equalizes aggresive water action
• �Electric junction box located above heating elements for 

easy installation
• �Over-temperature protector cuts off power in excess tem-

perature situations
• Automatic thermostat keeps water at desired temperature
• �Meets or exceeds National Appliance Energy Conservation 

Act (NAECA) requirements

Fury Rheemglas® Energy Miser® Electric Water Heater

HIGH EFFICIENCY MODELS 
FEATURE:
• �High performance and lower 

operating cost
• �Compliant with many electric 

utility incentive programs

These units are designed to meet or 
exceed ANSI requirements and have 
been tested according to D.O.E. test 
procedures and meet or exceed the 
energy efficiency requirements of NAECA, 
ASHRAE standard 90, BOCA Code and 
all state energy efficiency performance 
criteria for energy consuming appliances.

*See Residential Warranty Information Brochure for complete warranty information.
Energy Factor and Average Annual Operating Costs based on DOE test procedures. 
DOE national average fuel rate electricity 8.41cents/kwh

	 Description	                    Features			  Roughing In Dimensions(Shown in Inches)	
				    Tank	 Ht to	 Tank		   
Gal		  First Hour	 Recovery in	 Height	 Water Conn.	 Diam	 Energy	
Cap.	 Model Number	 Rating gph	 gph 90° rise	 A	 B	 C	   Information	 Code#
HIGH EFFICIENCY TALL 
40	 83VR40-2	 56	 21	 46-3/4	 46-3/4	 22-1/4	 .94
50	 83VR52-2	 67	 21	 57	 57	 22-1/4	 .94
65	 83VR66-2	 71	 21	 58-3/4	 58-3/4	 23	 .92
80	 83VR80-2	 88	 21	 59	 59	 24-1/2	 .92
HIGH EFFICIENCY MEDIUM
50	 83MVR52-2	 62	 21	 46	 46	 24-1/4	 .93
TALL
30	 82V30-2 4500/4500	 48	 21	 45-3/4	 45-3/4	 17-3/4	 .93	 300-1101
40	 82V40-2 4500/4500	 53	 21	 46-1/2	 46-1/2	 19-3/4	 .92	 300-1111
40	 82VH40-2 4500/4500	 57	 21	 59-1/4	 59-1/4	 17-3/4	 .92
50	 82V52-2 4500/4500	 58	 21	 57	 57	 19	 .91	 300-1121
65	 82V66-2 4500/4500	 71	 21	 58-1/2	 58-1/2	 21	 .89
80	 82V80-2 4500/4500	 88	 21	 59	 59	 23	 .86	 300-1131
80	 82V80-2 5500/5500	 88	 21	 59	 59	 23	 .86	 300-1136
120	 82V120-2 4500/4500	 99	 21	 62-1/2	 62-1/2	 28-1/4	 .85	
MEDIUM
30	 82MV30-2 4500/4500	 44	 21	 36	 36	 19-3/4	 .93	 300-1156
50	 82MV52-2 4500/4500	 62	 21	 46	 46	 21-3/4	 .90	 300-1164
SHORT
20	 82SV20-2 4500/4500	 -	 21	 31-1/2	 31-1/2	 17	 -
30	 82SV30-2 4500/4500	 42	 21	 30	 30	 22-1/4	 .93	 300-1036
38	 82SV40-2 4500/4500	 45	 21	 31-1/2	 31-1/2	 23	 .92	 300-1161
47	 82SV50-2 4500/4500	 55	 21	 32	 32	 26-1/4	 .91	 300-1038

Heaters furnished with standard 240volt AC, single phase non-simultaneous wiring, and 4500 watt upper and lower heating elements.
If heating elements of different wattages than those shown are demanded by zone requirements, they must be specifically requested.
Single element models available on special order (6000w max.) Substitute "S" for "D" in model number.

• 6-year Limited Tank and Parts Warranty*



PAGE 300-6

Designs and specifications are for reference only and are subject to change without notice.  Reprinted from manufacturer's material.

November 1, 2008

Available in 2-1/2,6,10,15,20 and 30 Gallon Models
• 6-year Limited Tank and Parts Warranty*
• Space-saving design for installation in limited spaces
• High efficiency heating element
• Patented R-Foam® insulation process for superior heat retention
• Temperature and pressure relief valve included
• Over-temperature protector cuts off power in excess temperature situations
• Automatic thermostat keeps water at desired temperature
• �Meets or exceeds National Appliance Energy Conservation Act (NAECA) requirements
2-1/2 gallon model features:
• �120 volt model with 3-prong cord set. 240 volt model includes a junction box for easy 

installation of 1/2" or 3/4" conduit
• Wall bracket for easy wall mount installations
• Corrosion resistant 1/4 turn drain valve

Point-of-Use Rheemglas® Energy Miser® Electric Water Heater

*See Residential Warranty Information Brochure for complete warranty information.
Energy Factor and Average Annual Operating Costs based on DOE test procedures. 
DOE national average fuel rate electricity 8.41cents/kwh

	 Description		                   	Roughing In Dimensions(Shown in Inches)	
			   Height to Hot		  Height to Side	 Height to Cold		   
Gal		  Height	 Water Outlet	 Diameter	 T & P	 Water Inlet		
Cap.	 Model Number	 A	 B	 C	 D	 E		  Code#

2.5	 81VP2S 1440W/120V	 14	 14	 9-3/4	 -	 -		  300-0990
6	 81VP6S  2000W/120V	 15-1/4	 12-1/2	 15-3/4	 11-1/2	 4-1/4		  300-1000
10	 81VP10S 2000W/120V	 23	 20-1/2	 15-3/4	 19-1/2	 4-1/4		  300-1005
15	 81VP15S 2000W/120V	 24-1/4	 22	 17-3/4	 21	 4-1/2		  300-1010
20	 81VP20S 2000W/120V	 25-1/4	 22-3/4	 19-3/4	 21-3/4	 5		  300-1015
30	 82VP30-1 4500/4500 240V	 30	 23	 21-3/4	 23	 2-3/4		  300-1020
30	 82VP30-2 4500/4500 240V	 30	 23	 21-3/4	 23	 2-3/4		  300-1021

• �2.5 gallon model: 1/2" NPT inlet and outlet.  Relief valve connection 3/4". 
Available with 120 or 240 volt AC single phase only, 120v (1440w) 240v (1500w) 
Power cord supplied with 120 volt models only. 
Optional 14" diameter safety catch pan with 1" side drain outlet available.

• �6 through 30 gallon models: 3/4" NPT outlet, inlet, anode rod.  T & P valve connections. Not available with 3 phase wiring. 
Water heaters furnished standard with 120 volt AC, 2000 watt single element.

Construction details: The cold water enters the tank a few inches from the bottom.  Both hot and cold water lines may be con-
nected directly to the water heater without special nipples or tees.  The relief valve screws into the opening provided.

These units are designed to meet or exceed ANSI 
requirements and have been tested according 
to D.O.E. test procedures and meet or exceed 
the energy efficiency requirements of NAECA, 
ASHRAE standard 90, BOCA Code and all state 
energy efficiency performance criteria for energy 
consuming appliances.
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• Available in 40,50,85, and 105 Gallon Models
• Seamless, blow-molded, polybutylene tank - impervious to rust and corrosion
• Multiple layers of filament wound fiberglass for strength
• Polyurethane Envirofoam® insulation helps reduce energy consumption
• High energy factors (EF)
• Pipe wrap energy saving kit included
• Recessed drain valve 
• Tough molded polyethylene outer shell resists dents and scratches
• Bowl shaped bottom allows complete sediment draining
• High temperature polysulfone dip tubes
• �Thermally fused upper element provides protection against "dry-firing" - stainless 

steel incoloy lower element for resistance to lime build-up
• Factory installed conduit between element control boxes
• All plastic tank eliminates the need for an anode rod
• Factory installed T&P relief valve
• Factory installed vacuum relief valve

Marathon® Electric Water Heater

*See Residential Warranty Information Brochure for complete 
warranty information.
Energy Factor and Average Annual Operating Costs based on DOE test 
procedures. DOE national average fuel rate electricity 8.41cents/kwh

	 Description				   Roughing In Dimensions(Shown in Inches)	
		  First Hour	 Recovery in 		  Height to Hot		   
Gal		  Rating	 GPH @	 Height	 Water Outlet	 Diameter	 Energy	
Cap.	 Model Number	 GPH	 90 deg. rise	 A	 B	 C	 Factor	 Code#
Tall
40	 MR40245	 52	 21	 61-1/2	 62-1/2	 21-3/4	 .94	 300-2000
50	 MR50245	 61	 21	 62-3/4	 63-3/4	 23-1/2	 .94	 300-2005
85	 MR85245	 91	 21	 66-1/4	 67-1/4	 28-1/4	 .92	 300-2010
105	 MR105245	 104	 21	 66-3/4	 67-3/4	 30-1/4	 .91	 300-2015
Short
50	 MSR50245	 54	 21	 47-1/4	 48-1/4	 28-1/4	 .94	

Your Marathon is warranted not to leak for as long as you own your home*…
The Marathon offers this no-leak promise because of its superior, non-metallic 
PermaGuard tank construction…A seamless blow molded polybutylene inner tank 
with a filament wound fiberglass outer tank for maximum strength. Superior  
performance, high-efficiency and low operating cost…for a lifetime*!
* See Residential Warranty Information Brochure at your dealer for complete warranty information.

These units are designed to meet or exceed ANSI requirements and have been 
tested according to D.O.E. test procedures and meet or exceed the energy efficiency 
requirements of NAECA, ASHRAE standard 90, BOCA Code and all state energy 
efficiency performance criteria for energy consuming appliances.

• �Heaters furnished with standard 240 volt AC, single phase non-simultaneous wiring, 
and 4500 watt upper and lower heating elements.

• �For height to top of T&P and heat traps add 3-1/2" to the height to water connection 
Maximum test pressure: 300 PSI 
Maximum working pressure: 150 PSI

• Lifetime Limited Tank Warranty*
• 5-year Limited Parts Warranty*
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Tankless Gas Indoor

1 Open hot water tap.
2 Cold water enters unit.
3 Fan turns on.
4 Gas enters unit. 
5 Burner turns on.
6 �Cold water is heated in 

the heat exchanger.
7 �Hot water is mixed with 

bypassed cold water for 
final outlet temperature.

HOW IT WORKS

RTG20007 (Installation Vent Kit for Horizontal Termination for RTG-74PV)  4"
Code# 302-1505 	 COMPONENTS
Adapter	 RTG20002B	 1
90 Elbow	 RTG20002E	 2
12 Length	 RTG20002C	 1
6-9" Adjustable Length Slip Connector - 3 pcs.	 RTG20002L	 1
Horizontal Wall Thimble	 RTG20002N	 1
90 Elbow Termination withScreen	 RTG20002F	 1
Thermostat Wire for Remote Connection	 RTG20009	 1
Pressure Relief Valve	 AP12993C	 1

RTG20003 (Installation Vent Kit for Horizontal Termination for RTG-42PV)  3"
Code# 302-1500	 COMPONENTS
Adapter	 RTG20002BM	 1
90 Elbow	 RTG20001C	 2
12 Length	 RTG20001D	 1
6-9" Adjustable Length Slip Connector - 3 pcs.	 RTG20001F	 1
Horizontal Wall Thimble	 RTG20001B	 1
90 Elbow Termination withScreen	 RTG20001H	 1
Pressure Relief Valve	 AP12993C	 1

A Rheem stainless steel vent 
adapter (or equivalent) is required 
for vent connection for both models
A RTG20000BM adapter is  
required for the RTG-42 vent  
connection.
A RTG20002B adapter is required 
for the RTG-74 vent connection.

                 				            Water Flow
				              Rate GPM@				     
		  Gas Input		            Degree Rise	 Connection				    Vent	
Model Number	 BTU/HR.	 Type	 45°	 77°	 Water Gas	 Height	 Width	 Depth	 Diameter	 Code#

RTG2-42PVN (Natural Gas)	 21,500 - 118,000	 Indoor	 4.2	 2.4	 3/4   3/4	 20-1/2	 13-3/4	 5-1/4	 3	 300-0004
RTG2-42PVP (LP Gas)	 21,500 - 118,000	 Indoor	 4.2	 2.4	 3/4   3/4	 20-1/2	 13-3/4	 5-1/4	 3	 300-0006
RTG-66DVN (Natural Gas)	 11,000 - 180,000	 Indoor	 6.6	 4.0	 3/4   3/4	 25-5/8	 13-7/8	 9-7/8	 3 by 5	 300-0012
RTG-74DVN (Natural Gas)	 19,000 - 199,900	 Indoor	 7.4	 4.3	 3/4   3/4	 25-3/8	 14-7/8	 11-1/8	 4 by 4	 300-0007
RTG-74PVN (Natural Gas)	 19,000 - 199,900	 Indoor	 7.4	 4.3	 3/4   3/4	 25-3/8	 14-7/8	 11-1/8	 4	 300-0008
RTG-74PVP (LP Gas)	 19,000 - 199,900	 Indoor	 7.4	 4.3	 3/4   3/4	 25-3/8	 14-7/8	 11-1/8	 4	 300-0009
RTG-74XN (Natural Gas)	 19,000 - 199,900	 Outdoor	 7.4	 4.3	 3/4   3/4	 25-3/8	 14-7/8	 11-1/8	 N/A	
RTG-74XP (LP Gas)	 19,000 - 199,900	 Outdoor	 7.4	 4.3	 3/4   3/4	 25-3/8	 14-7/8	 11-1/8	 N/A	

Available in 4.2, 5.3 and 7.4 GPM Indoor Models
10-Year LimitedWarranty on Heat Exchanger*
3-Year LimitedWarranty on Parts*
• �New! UMC-117 remote control is included and can be set from the out-of-the-

box 120 degrees – up to a 140 degree maximum (additional remote control 
thermostats are available – sold separately)

• �New! EZ-Link™ cable connects two tankless units to operate as one – now 
available for high demand applications

• Exclusive! Guardian SBT™ sensing burner technology
• Exclusive! Guardian OFW™ overheat film wrap
• �Exclusive! Two high-altitude options – up to 6,560 or 9,840 ft. elevations 

above sea level (altitude chip required – sold separately)
• Exclusive! All Rheem tankless models are third-party certified by GAMA
• �Exclusive! All Rheem tankless models qualify for up to a $300 federal energy 

tax credit (refer to your tax advisor for details)
• �Exclusive! All Rheem models can be linked in up to 20 unit manifold installa-

tions by using the optional MIC-180 and MICS-180 manifold control assembly
• Continuous hot water
• Energy saving design
• Compact, space saving design
• �Intelligent electronic controls designed to increase energy efficiency and safety
• Self diagnostic program
• Digital display shows temperature setting and maintenance codes
• Built-in electric blower
• Uses Category III stainless steel vents and vent horizontally or vertically
• Supplied with a 120 volt power cord
• �Environmentally friendly Low NOx burner meets SCAQMD rule 1146 

requirements
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Water Heater Parts and Accesories

Oatey

300-7915	 Pan for Water Heater 24" Aluminum - 2-3/4" Deep	 34083
300-7920	 Pan for Water Heater 22" Plastic	 34062
300-7950	 Pan for Washing Machine 28" x 30"	 34067

Suds Sentry

300-7960	 Pan for Washing Machine less hole 30-1/2" x 30-1/2"	 3333

Accesories

Code #	 Description	 Model #












